
Forsyth – Monroe County 
Building Department 

 
 

RESIDENTIAL 
 

CALL FOR INSPECTIONS 
(478) 994-7618 

 
PLEASE 

 be ready before calling for inspection. 
Each item is allowed two inspections. 

If third inspection is required there is a $25.00 inspection fee to be paid 
before inspection. 

 
Please request inspections at least 24 hours in advance. We will respond as 

soon as possible. 
 

1. UNDER GROUND UTILITIES: 
a. All buried plumbing and electrical must be inspected before it is covered. 
b. Plumbing drainage pipe must be pressure tested by water or air. 

1. Water Test – extend main drain to ten (10) feet vertically above horizontal 
(on upper elevation end of drain) and fill to top with water. 
 
2. Air Test – Install pressure gauge and apply minimum 5psi. Must hold for 
minimum of 15 min.  
 

       c.     If water supply lines have fittings, install gauge and apply 
                          system working pressure but no less than 40psi.  Must hold   

for 15 min. (Exception) If supply line is solid roll pipe with no 
joints under slab, no test required until rough-in.  
  

2. FOUNDATION INSPECTION: (BEFORE Placing Concrete, call for inspection) 
a.  Footings - Open footers, remove all loose dirt and vegetation, install all grade 

stakes, steel and bulkheads.  Have termite protection completed as required. 
 
b. Concrete Slab Inspections – Any concrete not placed at same time as footers 

(foundation) requires additional inspection. Place all backfill, forms, compact, 
and place 4” of drainage fill (gravel or sand). Have termite treatment completed 
as required.  Have vapor barrier (Poly) (if required) on job site. DO NOT 
INSTALL vapor barrier until slab is approved. 

 
c. Retaining and Poured Walls. All steel should be in place. Any walls over 9 feet 

require an engineer designed drawing either at site or turned into to Building 
Department before calling for Inspection. 

 
 



 
3.  FRAMING & ROUGH-IN INSPECTION: (BEFORE installing insulation, call for 

inspection) 
a. Framing – All framing should be complete through dry-in phase  
b. Electrical – All rough-in electrical should be complete. 
c. Plumbing – All rough-in plumbing should be complete and pressure tests in 

progress for inspector to verify that WATER SUPPY system has held a min. of 
40psi and the DWV system has held a min. of 5psi for at least 15 minutes. 

d. HVAC – The heating and air conditioning equipment located inside the 
residence should be set and connected with all ductwork in place. 

 
NOTE: All penetrations through wall top plates and, if crawl space, basement or living 
space is below, all penetrations through bottom plates, shall be sealed with approved fire 
stopping compound. 

 
 

e. At this time the contractor or owner can request all paper work to be completed 
by the Building Department and submitted to the appropriate Utility company 
and have permanent power, gas, water, etc. turned on at the property site. Only 
the Building Department can call for this service. 

 
 
 

4. FINAL INSPECTION:  Call for inspection when all finish work, electrical, plumbing, 
heating and air, septic tanks or public sewer drains, backfill around house and all concrete 
is completed.  

 
       a. Once Final Inspection has been approved, the Home Owner MUST pick-up their 
Certificate of Occupancy at the Building Department before moving into residence.

 
            

 
        


